CHIN FONG

C-Frame Single Crank Power Presses

Variable Slide Stroke

80. 110. 160

Improve Stamping Quality
Reduce Noise & Vibration
Increase Operability
Improve Comfort & Safety In
Presswoking

Reduce Variation of Die Height

Prolong Toolings' Life

Minimize Frame Deflection

Increase Permissible Off-center Load
Reduce Noise & Vibration

Easy to Adapt Various Press Automations

High Performance Wet Type Clutch/Brake
with Auto-forced Air Cooling

Extra Long 6-Point Centered Gibs

Super Rigid Steel Frame

Multi-Function Press Control

m Variable Slide Stroke

. 200 ton
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h with "U" slot for die lifter g
unit: mm
MODEL GRM-80 GRM-110 GRM-160 GRM-200
Type of T-Slot A B B B
No. of T-Slot 3 5 5 5
No. of Pin Hole x Dia. 24 x 920303 24 x 928703 24 x 928703 35 x 228 103
cxd 75 x75 90 x 90 100 x 100 100 x 100
b1 150 250 300 300
b2 - 150 150 150
exf 360 x 180 400 x 200 440 x 220 480 x 240
R 30 30 30 30
[¢] 480 480 520 560
h 440 530 580 680
SLIDE PLATE T-Slot Detail
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unit: mm b tg
MODEL GRM-80 GRM-110 GRM-160 GRM-200 unit: mm
Slide Plate Area (LR x FB) 560x460 650%x520 700x580 850x650 Dim. 'YPe A B
Type of T-Slot A B B B a 22 28
No. of T-Slot 2 2 4 4 b 37 48
Shank Hole Dia. D @ 50 @ 50 0 65 0 65 c 24 28
b3 150 150 300 300 d 16 20
b4 - - 150 150 R 1 1
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SPECIFICATIONS

TYPE

MODEL GRM-80 GRM-110 GRM-160 GRM-200
Capacity Ton 80 110 160 200
Rated tonnage point (above B.D.C.)| mm 5 5 6 6
Stroke length mm 20~120 20~140 20~160 20~180
Strokes per | Fixed 60 50 45 35
minute Variable SPM 40~75 30~65 25~50 20~45
Die height (S.D.A.U.) mm 350~400 370~430 440~510 450~530
Slide adjustment mm 80 90 100 110
Bolster area (L.R. x F.B.) mm 1000 x 600 1150 x 680 1250 x 760 1400 x 820
Slide area (L.R. x F.B.) mm 560 x 460 650 x 520 700 x 580 850 x 650
Main motor Fixed 7.5x4 10x4 15x4 20x 4
Variable Hpxp VS 10x 4 VS 15x 4 VS 15x 4 VS 20 x 4
Slide adjusting motor Kw x p 0.4x4 0.4x4 0.75x 4 0.75x 4
Capacity ton 6.3 8 10 14
Die Cushion | Padarea (L.R.xFB.)| mm 410 x 260 500 x 300 540 x 350 640 x 470
Stroke mm 70 80 80 100
Machine Width L.R. mm 1120 1240 1360 1520
dimension Depth F.B. mm 2170 2277 2680 2909.8
Height H. mm 3000 3270 3645 4085

The Chin Fong GRM Series is designed
to resist deflection, and provide accurate
pressings and longer die life, even at full
tonnage loads. The heavy, one-piece
welded steel frame is fully stress relieved
and designed to provide a stable base for
the GRM Series presses.

Super Rigid Steel Frame

Box Type Six-Point Gib

One-piece, full-length, box type gibs assure actuated
slide guiding. Force is delivered vertically, minimizing
lateral thrust and, consequently, reducing off-center
loading and friction in the gibs.

Minimize Frame Deflection

measured distance

load distributed

Hydraulic Overload Protector
(H.O.L.P)

1. Piston
2. Hydraulic Overload
Protector Cylinder

3.H.O.L.P.
4. Oil Tank

Chin Fong's fast response H.O.L.P. will
relieve the pressure of a tonnage overload
in milliseconds, causing the press to stop
simultaneously. Press and toolings can
therefore be protected effectively. Hydraulic
pressure of the system can be rebuilt by
pushing reset button. Press, then, resume
normal operation when inching the slide
up to TDC position.

Highly Responsive
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. Press Frame

. Flywheel

. Wet Clutch & Brake

. Pinion Drive Shaft

. Main Gear

. Counter Balancer

. Crankshaft

. Adjusting Screw

. Hydraulic Overload
Protector

10. Slide

11. Slide Knockout

12. Slide Plate

(Detachable)
13. Bolster
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unit: mm
MODEL GRM-80 GRM-110 GRM-160 GRM-200
A 1565 1770 2000 2225
B 1120 1240 1360 1520
C 2960 3120 3580 3950
D 1000 1150 1250 1400
E 600 680 760 820
F 560 650 700 850
G 460 520 580 650
H 830 835 915 1020
I 400 430 600 630
J 598 680 750 850
K 310 350 390 420
L 1305 1530 1700 1875
M 930 1050 1270 1320
N 830 950 1075 1195
(0] 1772.5 1977.5 2207.5 2432.5
P 405 405 403.5 405.5
Q 1340 1385 1645 1705
R 663 650 695 785.3
S 2170 2277 2680 2909.8
T 3000 3270 3645 4085
(For reference only. Select the items below properly as needed.)
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Option Qty odel GRM-80 | GRM-110 | GRM-160 | GRM-200
Die Clamp TX-type c | ™x2orTv-2 | gam™ 2 tonsipe
L U7 Cutin de set O | B | TX4orTY-4 | 22mno 44ong/pc 4 4
= S L% [ Tx6orTv6 | Shmrn 6 tonsipo 4 4
/ D | — | TX20rTY-2 | S509"™ 2 tons/pc
— 3 2 [Tx4orTv4 | gmP dtonsipo | 4 4 p
& | TX6orTY-6 | Camena g yong/pc 4
H DL28-400 re¥q 1.1 tons/pc 2
Die DL28-500 Pay, 1.2 tons/pc 2
Die Clamp TY-type Lifter |_DL28:600 Loda 1.4 tons/pe 2 2| 2 2
DL28-700 £5%4 1.5 tons/pc 2
DL28-800 ray, 1.6 tons/pc 2
Die RC-700-600 | [8%4 600 kg/pc 2 2
Arm RC-800-800 ray, 800 kg/pc 2
Die plate thickness, H, to be specified RC-900-900 C5¥a 900 kg/pc 2
Hydraulic Power Unit FP6308U 1




