“G SERAPID group MECHANICAL BALL BARS
- Type LBR -

www.serapid.com

Group 010-01

jun-02
Mechanical ball bar
- motion in any direction
- mechanical lifting
When die is clamped, lifting force is
applied on die base by the lowered bar.
Made to order to fit your standard DIN
T-slot, standard JIC, or your special slot.
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Bars can be placed side by side to obtain a bigger length.

\ True sizes of slots must be
3 checked and specified when
ordering if they are not the
same as standard.
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Group 010-01

Number of balls : N
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Slot 22 DIN 650 Slot 28 DIN 650 Slot 36 DIN 650
C:2 C:4 C:6

N

L (mm) Fo an) L (mm) Fo xn) L (mm) Fo an
3 120 1.30 150 1.95 180 3
4 160 1.75 200 2.60 240 4
5 200 2.20 250 3.25 300 5
6 240 2.60 300 3.90 360 6
8 320 3.50 400 5.20 480 8
10 400 4.40 500 ©.50 600 10
12 480 5.30 000 7.80 720 12

Other sizes on request (except DIN bars).

To calculate rolling capacity, refer to sheet 010-00.

ordering reference : LBR VV-WW-Z

VV: Siot size WW: number of ba

IIs

Z: S for non standard slot size or length (drawing needed)

examples LBR 28-10 or LBR 28-10S for non standard bar.
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