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Bride BCM

- BCM clamp allow flat dies clamping.

- Clamping strength is given by spring
washers.

- When tightened, the clamp is completly
autonomous, without need of hydraulic
link.

- the hydraulic spring for unclampling can
be as simple as a hand pump or any
available spring able to furnish Pn
pressure.

DIN 650 T-slots
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True sizes of slots must be checked and specified
when ordering if they are not the same as
standard.

H height must be always specified.

H: clamping height

* H < 80. The clamp is builded for a given
clamping height which cannot be modified after.

* Tolerance for dies height H +/- 0.3

page 1/2



“G SERAPID group MECHANICAL LEVER CLAMP

. - Type BCM - Group 060-01
www.serapid.com
Jun-02
— D —
20 o
1

C
5
146

ij

- )
-

H
H2

A
!

BCM20 | BCM40 | BCM 60
H H = 80 Max
H- H+1 H+1 H+1
hydraulic port can also be UNF 9/16". P een 100 140 180
F o 20 40 60
A 80 20 920
B 145 160 170
C 117 117 117
D 38 68 68

ordering reference : BCM XX TYY HVV Z example BCM 20 T28 H50
XX: strength in kN TYY: siotsizeDIN650 HVV: clamping height

Z: S for non standard slot size (drawing needed) , hydraulic port sizes

page 2/2



	Page 1
	Page 2

