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BTSA clamp

- The BTSA replace classical bolt and nut
clampling without machining of the dies.
- Clamping strength is provided by
hydraulic pressure.

- Spring loaded clamp release.

- Adjustable rod allow clamping of varying
height dies.
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True sizes of slots must be checked and specified
when ordering if they are not the same as
standard.

H height must be always specified.

H: clamping height

* F (in kilo-Newton) for Pn = 400 bars.

* Clamps with strengths from 200 to 500 kN can be
manufactured on request.

* Standard rods allow H+/-10.
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H adjustable

2 tapped holes M8 on J A

BTSA BTSA BTSA
| | 60.10 100.10 150.10
M e 2.7 5.2 9.0
Vmax m3) 14 26 38
F/R wmm| 2.5 4.3 5.5
Pn s | 400 400 400
X 10 10 10
F o 60 100 150
hydraulic port can also be UNF 9/16". @A 50 60 70
JB 76 100 110
C 78 87 105
D 15 15 12
E M 16 M 20 M 24
G 88 97 130
I 24 32 36
J 1/4" 174" 174"

ordering reference : BTSA XX-10 HVV TYY Z  examples BTSA 60-10 H50 T28 or BTSA 60-10 H50 S
XX: strength in kN HVV : clamping height TYY: slot size DIN 650

Z: S for non standard slot size (drawing needed) , hydraulic port sizes
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