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Group 070-01
HYDRAULIC LEDGE CLAMP
- Type LSH -

Jun-02

The clamps must be stopped from horizontal motion, but not blocked.
When connecting two or more clamps, they must be individually stopped.

We can manufacture clamps for non DIN 650 slots, please consult us.

Working position Released position

LSH CLAMP

- LSH clamp allow tightening of  dies using 
all bolster or ram area. It can be used as 
fixed or removable.
- Clamping strength is provided by 
hydraulic pressure.
- Spring loaded clamp release.
- Use two matching DIN 650 slots in 
bolster/ram and die.

DIN 650 T-slots

True sizes of slots must be checked and specified 
when ordering if  they are not the same as 
standard.
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2 x M8 for adjusting play

Groupe 070-01
TASSEAU DE BRIDAGE HYDRAULIQUE
- Type LSH -

Jun-02

F

Vmax (cm3)

F/R (l/min)

F (kN)

Pn (bar) 400
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LSH22 LSH28 LSH36

L

N 5 12

260 610

5 12 5 12

260 610 260 610

1.10 1.7 2.4

1 1.75 2.252.4 4.2 5.4
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ordering reference : LSH XX-N Z example LSH 28-5

XX: Slot size DIN 650      N: number of pistons             Z: S for non standard slot size (drawing needed) , hydraulic port sizes

Le raccordement 
hydraulique peut aussi 
être UNF 7/16".
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