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Groupe  050-01
HYDRAULIC C-CLAMP
- Type PSE-

Jun-02

PSE clamp

- The PSE clamp is designed for flat dies.
- Clamping strength is provided by 
hydraulic pressure.
- Spring loaded clamp release.
- It can be used either on a T-slot adapter, 
or screwed directly to the bolster or the 
ram.

DIN 650 T-slots

True sizes of slots must be checked and specified 
when ordering if  they are not the same as 
standard.
H height must be always specified.
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* F (in kilo-Newton) for Pn = 400 bars.

* H dimension is the standard size for T-slot 
adapter. It can be changed at need by putting a 
spacer.
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H: clamping 
height

Group  050-01
HYDRAULIC C-CLAMP
- Type PSE-

Jun-02

A spacer can be 
placed between T-slot 
adapter and head to 
obtain different 
clamping height.

Vmax (cm3)

F/R (l/min)

F (kN)

Pn (bar)

M (kg)

400

5.3 

0.9 

20

2.5 7.5

19.6 

3.3

100

1.6

40

9.6

3

2.5

60

4.2 

18.2 

PSE 20 PSE 100PSE 40 PSE 60

H

Ø

A

B

X

D

E

G

30

M12

80

60

10

20

20

36

J

I 72

38

L 34

30

M14

100

60

10

40

28

25

46

72

38

44

M16

122

64

12

35

31

50

62

78

38

47

M20

135

85

10

50

36

67

95

52

50

400 400 400

page 2/2

ordering reference : PSE XX Z for clamping head, PB XX-TYY HVV Z for T-slot adapter
XX: strength in kN   TYY: Slot size DIN 650   HVV: Clamping height

Z:  S for non standard slot size (drawing needed) , hydraulic port sizes

hydraulic port can also be UNF 9/16".
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